





























































































































































































































	Chapter 1: 
	ASME B30.5-2011 – Mobile and Locomotive Cranes
	Section 5-3.1.3.2: Responsibilities of Site Supervisor and Lift Director
	5-3.1.3.2.2 The lift director’s responsibilities shall include the following:
	5-3.1.3.2.1 The site supervisor’s responsibilities shall include the following:


	Chapter 2: 
	ASME B30.10-2009 – Hooks
	Section 10-1: Selection, Use, and Maintenance
	10-1.8: Identification
	10-1.10.6 Repairs and Modifications


	Chapter 3: 
	ASME B30.20-2010 – Below the Hook Lifting Devices
	Section 20-1.2: Marking, Construction, and Installation
	Section 20-1.3: Inspection, Testing, and Maintenance
	Section 20-1.4: Operation


	Chapter 4: 
	OSHA 1910.184 – Slings
	Regulations 1910.184

	Chapter 5: 
	OSHA 1926.251 – Rigging Equipment for Material Handling
	Regulations 1926.251
	§ 1926.251 Rigging Equipment for Material Handling 


	Chapter 6: 
	OSHA 29 CFR 1926, Subpart CC – Cranes and Derricks in Construction
	Regulations 1926 Subpart CC
	§ 1926.1401 Definitions 
	§ 1926.1404 Assembly/Disassembly—general requirements (applies to all assembly and disassembly operations) 
	§ 1926.1405 Disassembly—additional requirements for dismantling of booms and jibs (applies to both the use of manufacturer procedures and employer procedures) 
	§ 1926.1406 Assembly/Disassembly—employer procedures—general requirements 
	§ 1926.1407 Power line safety (up to 350 kV)—assembly and disassembly. 
	§ 1926.1408 Power line safety (up to 350 kV)—equipment operations 
	§ 1926.1409 Power line safety (over 350 kV) 
	§ 1926.1410 Power line safety (all voltages)—equipment operations closer than the Table A zone 
	§ 1926.1411 Power line safety—while traveling under or near power lines with no load 

	Appendix A to Subpart CC of Part 1926—Standard Hand Signals

	Chapter 7: 
	Rigger Reference Booklet


